AT

"It Provides
Excellent Flexibility for Teaching"

High Resolution Digital Presenter

SDP-850/850DX

= 1/3” 850,000pixels Progressive Scan CCD

= Qutstanding 14X Optical Zoom & 3X Seamless Digital Zoom
High Quality

= Sharp Image with 20fps Real-Time Motion
p g p 42Xzoom

= USB 2.0 PC Interface (SDP-850DX)
= Free-Angle Head & Body, Easy-to-Carry Design



Samsung Digital Presenter SDP'850/ 850DX

| Specifications |

| Dimensions |

Item SDP-850 SDP-850DX
Optical System ”‘
Lens F=1.5(Wide) ~ 2.1 (Tele) =4.8 ~67.2mm, 14X Power Zoom "ﬂ'

) Max : 298 x221mm ~ Min : 21.7 X 16.4mm 190mm
Shoofing Area Max:11.73" 87" Min : 0.85" X 065" asar)
Zoom Powered (14X), Digital(3X)

Focus Powered (Auto Focus/Manual)
Iris Auto (with fine level adjustment)
lllumination System —
Upper Attached to the arm of the main unit k- 182mm(r.17 }— 285mm(L1.63)
Lower Light Box (option) -
Video T
Pick-up Device 1/3" 850,000 pixles PS CCD ‘ |
Effective Pixels 1,034(H) X 779(V) -
Frame Rate 20 frame/sec ™=
Sync. System Internal sync.
VGA Output 1,024 X 768 (XGA)
White Balance Manual / Auto(one touch type)
Negative/Positive Selectable
Text/Image Selectable
Input Terminals VGA: 1

Output Terminals

VGA:1,RS-232C: 1 VGA:1,RS-232C: 1,USB: 1

}7 430mm(16.93") 4{

Remote Controller Supplied
Input Selection Internal : 1, External : 1 z
On Screen Display Availabl
Image Freeze Available 330mm
. Available e
Image Transer o Compuer Unavailable (Full moion with USB2.0 @ Quarter, Haff and FullSeeen)
Preset Function Up to 4 user settings
PC Interface
USB Unavailable USB 2.0 (20fps in XGA | stmm(1958) |
RS-232C SET control . .
- Windows 98 or higher / Mac 0S10.2 or higher I Optlonal Accessorles I

Includes Qumkﬁapture full screen wewmg
Viewer software Unavailable ' ible with all el

print functions, camera control, Digital Image

Pra ing, and mor

- Ap:rii:jiuv? TiN(:\INuderiver for Windows Ty ){ igithox
) - Windows 20[_]0 or higher / Mac 0S10.2 or higher :)/i (SLB-5)
AV Software Unavailable Create AVI(Windows) & MOV (Mac.) by MPEG4
5 e | Connection |
eneral
Operating Temperature 5C ~ 35T (40F ~ 95F) SDP-850 SDP-850DX
Dperating Humidity 30% ~ 90% Projector / Monitor / Projector / Monitor /
Power DC 12V, 20W (Adaptor put. AC100V~ 240V Free Volage, 50~ 60K g PC POP/Proecion V. 058
In-use 182 (W) x 492 (H) x 430mm D)
Dimensions 717" (W) x 19.37"(H) x 16.93"(D)
storage 182 (W) x 330(H) x 500mm (D)
7.17"(W) x 12.99"(H) x 19.68" (D)

Weight 5.7kg(12.6 Ibs) Rensingon Lonk

Optional Accessories

SLB-5 (Light Box)

&

eco The ECO mark represents Samsung Techwin s will to create environment-friendly products,

RoHS compliant

and indicates that the product satisfies the EU RoHS Directive.

DC 15V OUT DC12VIN RS-232C

DC 15V 0UT DC12VIN RS-232C

- Main Power - Main Power

(€ -®:Fe

Design and specifications are subject to change without notice.
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